Flat segmented straight branch with gasket

ILSL
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escr’p ’on Product Zd R engt —
. . . code [mm] [mm] 44 30 73 20 :
Flat straight branches are designed for connecting round [mm] [mm] [mm] [mm]
SPIRAL or plain c!uct.s to the main square dgcts. This piece is ILSL-140 140 30-36  Yes VYes Yes Yes Q
alsoused for fabrication of plenum boxesin air supply diffusers (¥,
and wall-mounted and ceiling air diffusers. As a result of the ILSL-150 150 30-36 Yes Yes Yes Yes
double EPDM rubber gasket, it is perfect for both low- and ILSL-160 160 30-36 Yes Yes Yes Yes
?igh-.pr.esrs‘ure systlemsbsincetgg prodL:;':\;c r1n2e2et; requirements ILSL-180 180 30-36  Yes Yes Yes Yes
or air tightness class D according to 37. ILSL-200 200 30-36 Yes Yes Yes Yes
Available materials - Product code example ILSL-224 224 30-36 Yes Yes Yes Yes
ILSL-... - galvanized steel sheet ILSL-250 250 30-36  Yes Yes Yes Yes
ILSL-K-... - 1.4301/304 stainless steel sheet
ILSL-2 2 30-3 Y Y Y Y
ILSL-K-...- 316L - 1.4404/316L stainless steel sheet, 80 80 036 Yes Yes Yes Yes
molybdenum-enriched ILSL-300 300 30-36 Yes Yes Yes Yes
ILSL-A-... - AW-1050A H24 aluminium sheet ILSL-315 315 30-36  Yes Yes Yes Yes
ILSL-CU-... - M1E z4 copper sheet ILSL-355 355 50-55 _ _ Yes Yes
Product code example ILSL-400 400 50-55 - - Yes  Yes
Product code: ILSL - aaa - bbb ILSL-450 450 70-75 - - - Yes
‘ ILSL-500 500 70-75 - - - Yes
type
ad ILSL-560 560 70-75 - - - Yes
length ILSL-600 600  70-75 - - Yes

ILSL-630 630 70-75 - - - -
ILSL-710 710 90-100 - - - -
ILSL-800 800 90-100 - - - -
ILSL-900 900 90-100 - - - -
ILSL-1000 1000  105-115 - -
ILSL-1120 1120  105-115 - - -
ILSL-1250 1250  105-115 - - -

Tolerance: 2 mm
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