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ALNOR® ventilation systems
is a registered trademark protected by a technical patent. All modification rights reserved.

LDB-B-O-CLAMP window beam clamps are designed for 
suspending the STRUT channel to structural rails. The clamp 
is installed by sliding a 21 or 2x41 channel into the vertical leg 
opening. Next, the clamp is bolted to the topside of the beam. 
The solution provides a quick and stable assembly system.
This product can be used outdoors with a hot-dip galvanized 
finish. 

Available materials - Product code example
LDB-B-O-CLAMP-21 	 - galvanized steel sheet
LDB-B-O-CLAMP-21-Z275	 - Z275 galvanized steel sheet
LDB-B-O-CLAMP-21-Z600	 - hot-dip galvanized steel sheet
LDB-B-O-CLAMP-21-K 	 - 1.4301/304 stainless steel sheet 
LDB-B-O-CLAMP-21-K-316L - 1.4404/316L stainless steel 

sheet molybdenum-enriched

Description

Channel beam clamps 

LDB-B-O-CLAMP
Dimensions

Product code
A

[mm]
B

[mm]
C

[mm]
D

[mm]
E

[mm]
F

[mm]
G

[mm]

LDB-B-O-
CLAMP-21 80 47 70 80 22 43 28

LDB-B-O-
CLAMP-41 80 47 85 80 43 43 28

LDB-B-O-
CLAMP-82 80 47 131 80 84 43 28

Product code
Mean force at failure

[kN]

LDB-B-O-CLAMP-21 18.5

LDB-B-O-CLAMP-41 20,5

LDB-B-O-CLAMP-82 23.0

Installation method
LDB-B-O-CLAMP-21 LDB-B-O-CLAMP-82

Product code example
Product code:	        LDB-B-O-CLAMP-21

type
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