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ALNOR® ventilation systems
is a registered trademark protected by a technical patent. All modification rights reserved.

LDB-CHTB channel wing brackets are designed for building 
T-joints between channels where extremely high loads are 
applied to the upright channel. The C-clamp wraps the upright 
channel from three sides, and its 6 holes help install a sufficient 
number of bolts/screws to withstand the loads from above.
This product can be used outdoors with a hot-dip galvanized 
finish.

Available materials - Product code example
LDB-CHTB-41-6-2 	 - galvanized steel sheet
LDB-CHTB-41-6-2-Z275 	 - Z275 galvanized steel sheet
LDB-CHTB-41-6-2-Z600	 - hot-dip galvanized steel sheet
LDB-CHTB-41-6-2-K 	 - 1.4301/304 stainless steel sheet 
LDB-CHTB-41-6-2-K-316L 	- 1.4404/316L stainless steel 

sheet, molybdenum-enriched 
LDB-CHTB-41-6-2-A 	 - AW-1050A H24 aluminium sheet

Description

Heavy-duty wing bracket

LDB-CHTB-41-6-2
Dimensions
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LDB-CHTB-41-6-2 140 100 21 48 20 20 56

Installation method
Product code example
Product code:	         LDB-CHTB-41-6-2

type
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