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ALNOR® ventilation systems
is a registered trademark protected by a technical patent. All modification rights reserved.

Channel U-bracket 

LDB-U

Description
LDB-U U-brackets are designed for fastening of intersecting 
Strut channels. Depending on their size, saddle brackets can 
be used for joining LDBST 21 and 41 Strut channels; LDB-U-
82-3 and LDB-U-41-6 U-brackets are suitable for 2 x 41 Strut 
channels. The bolting on both sides of the intersecting channel 
strut allows fabrication of joints rated at higher loads. This 
solution comes very handy for building H-frames or racks 
based on roof feet and supports.
This product can be used outdoors with a hot-dip galvanized 
finish.

Available materials - Product code example
LDB-U-21-3 	 - galvanized steel sheet
LDB-U-21-3-Z275	 - Z275 galvanized steel sheet
LDB-U-21-3-Z600	 - hot-dip galvanized steel sheet
LDB-U-21-3-K 	 - 1.4301/304 stainless steel sheet 
LDB-U-21-3-K-316L 	- 1.4404/316L stainless steel sheet, 

molybdenum-enriched 
LDB-U-21-3-A 	 - AW-1050A H24 aluminium sheet 

Dimensions

Product code
A

[mm]

B
[mm]

C
[mm]

D
[mm]

E
[mm]

F
[mm]

G
[mm]

LDB-U-21-3 40 136 19.5 48.5 48.5 27 42

LDB-U-41-3 40 136 19.5 48.5 48.5 48 40

LDB-U-82-3 40 136 19.5 48.5 48.5 87 42

LDB-U-41-6* 40 177 19.5 48 48 48 83

Product code
Number of holes

[pcs]

LDB-U-21-3 3

LDB-U-41-3 3

LDB-U-82-3 3

LDB-U-41-6 6

LDB-U-21-3 LDB-U-41-6

Installation method

3x Ø14.30 ± 0.3

*The spacing between the central holes is 42 mm. 

Product code example
Product code:	               LDB-U-21-3

type

http://www.alnor.com.pl/

