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ALNOR® ventilation systems
is a registered trademark protected by a technical patent. All modification rights reserved.

Available materials - Product code example
TSCL-... -...	 - galvanized steel sheet
TSCL-K-...-...	 - 1.4301/304 stainless steel sheet 
TSCL-K-...-...-316L 	- 1.4404/316L stainless steel sheet,

molybdenum-enriched 
TSCL-A-...-...  	 - AW-1050A H24 aluminium sheet
TSCL-CU-...-...	 - M1E z4 copper sheet

XSCXSCL

TSCTSCL

Segmented T-pieces and X-pieces can be fitted in large ducts 
in a diameter range from 630 to 1600 mm and rated at low-, 
medium- or high-pressure ranges. The passage form from the 
main pipe to the branch port at 90o allows a smooth air flow 
with a minimum pressure loss. The pieces can be made with 
offset openings or branch ports larger than the main bore for 
an added value of flexible duct routing design.

TSCL 	 – symmetric T-piece with EPDM gaskets,
air tightness class D acc. to EN 12237

XSCL 	 – symmetric four-way piece with EPDM gaskets, 
air tightness class D acc. to EN 12237

TSC 	 – symmetric T-piece without a gasket
XSC 	 – symmetric four-way piece without a gasket
TSL 	 – assymetric T-piece with EPDM gaskets, 

air tightness class D acc. to EN 12237
XSL 	 – assymetric four-way piece with EPDM gaskets,

air tightness class D acc. to EN 12237
TS 	 – eccentric T-piece without a gasket
XS 	 – assymetric four-way piece without a gasket
XSCL/XSL – d4 may be different from d3.
To be installed with SSCL/SSL.

Description Dimensions

Segmented T-pieces and X-pieces 

TSCL/TSL/XSCL/XSL/TSC/TS/XSC/XS

Product code example
Product code:	 TSCL - 	 aaa - 	bbb  

type
Ød1
Ød3
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ALNOR® ventilation systems
is a registered trademark protected by a technical patent. All modification rights reserved.

Ød1

[mm]
Ød3 / Ød4

[mm]
L

[mm]
H

[mm]

Weight
[kg]

TSCL/TSC XSCL/XSL

250 100 190 170 1.20 1.30

125 215 170 1.30 1.40

140 240 175 1.40 1.50

150 250 175 1.40 1.60

160 260 175 1.50 1.60

180 280 175 1.50 1.70

200 330 190 1.70 2.00

224 354 190 1.85 2.20

250 380 190 2.00 2.40

280 430 200 2.30 2.80

300 450 200 2.40 3.00

315 465 200 2.50 3.20

355 525 210 3.20 4.50

400 570 210 3.60 5.50

280 100 190 185 1.30 1.40

125 215 185 1.40 1.50

140 240 190 1.50 1.70

150 250 190 1.55 1.70

160 260 190 1.60 1.75

180 280 190 1.70 1.90

200 330 205 1.90 2.10

224 354 205 2.00 2.30

250 380 205 2.20 2.50

280 430 215 2.50 2.90

300 450 215 2.55 3.00

315 465 215 2.65 3.30

355 525 225 3.50 4.60

400 570 225 3.90 5.50

450 620 225 5.10 8.00

300 100 190 195 1.40 1.50

125 215 195 1.50 1.60

140 240 200 1.60 1.70

150 250 200 1.70 1.80

160 260 200 1.75 1.85

180 280 200 1.80 2.00

200 330 215 2.00 2.30

224 354 215 2.20 2.40

250 380 215 2.30 2.70

280 430 225 2.6 3.0

300 450 225 2.7 3.1

315 465 225 2.8 3.3

355 525 235 3.7 4.6

400 570 235 4.1 5.5

450 620 235 5.4 8.0

Ød1

[mm]
Ød3 / Ød4

[mm]
L

[mm]
H

[mm]

Weight
[kg]

TSCL/TSC XSCL/XSL

160 100 190 125 0.70 0.80

125 215 125 0.80 0.90

140 240 130 0.85 1.00

150 250 130 0.90 1.05

160 260 130 0.95 1.10

180 280 130 0.95 1.20

200 330 145 1.15 1.50

224 354 145 1.25 1.70

250 380 145 1.40 2.10

180 100 190 135 0.80 0.90

125 215 135 0.90 1.00

140 240 140 0.95 1.10

150 250 140 1.00 1.15

160 260 140 1.05 1.20

180 280 140 1.10 1.25

200 330 155 1.25 1.60

224 354 155 1.35 1.80

250 380 155 1.50 2.10

280 430 165 1.70 2.60

200 100 190 145 0.90 1.00

125 215 145 0.95 1.10

140 240 150 1.00 1.20

150 250 150 1.00 1.25

160 260 150 1.10 1.30

180 280 150 1.15 1.40

200 330 165 1.35 1.60

224 354 165 1.45 1.80

250 380 165 1.60 2.20

280 430 175 1.80 2.60

300 450 175 1.90 2.80

315 465 175 2.00 2.90

224 100 196 160 1.00 1.00

125 221 160 1.05 1.20

140 246 165 1.15 1.30

150 256 165 1.20 1.30

160 266 165 1.25 1.40

180 286 165 1.30 1.50

200 336 180 1.50 1.70

224 360 180 1.60 1.90

250 386 180 1.80 2.20

280 436 190 2.00 2.60

300 456 190 2.10 2.90

315 471 190 2.20 3.00

355 531 200 2.90 4.40

Dimensions

Segmented T-pieces and X-pieces 

TSCL/TSL/XSCL/XSL/TSC/TS/XSC/XS
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ALNOR® ventilation systems
is a registered trademark protected by a technical patent. All modification rights reserved.

Ød1

[mm]
Ød3 / Ød4

[mm]
L

[mm]
H

[mm]

Weight
[kg]

TSCL/TSC XSCL/XSL

400 100 190 245 2.5 2.6

125 215 245 2.7 2.7

140 240 250 2.8 2.9

150 250 250 2.9 3.0

160 260 250 3.0 3.0

180 280 250 3.1 3.2

200 330 265 3.4 3.6

224 354 265 3.6 3.8

250 380 265 3.8 4.1

280 430 275 4.2 4.6

300 450 275 4.4 4.7

315 465 275 4.5 4.8

355 525 285 5.0 5.5

400 570 285 5.5 6.2

450 620 285 7.1 8.5

500 680 290 7.6 9.9

560 740 290 8.3 11.4

600 780 290 8.7 12.5

630 810 290 9.0 13.5

450 125 215 270 3.7 3.8

140 240 275 3.9 4.0

150 250 275 4.0 4.1

160 260 275 4.1 4.2

180 280 275 4.3 4.4

200 330 290 4.7 4.9

224 354 290 5.0 5.2

250 380 290 5.3 5.6

280 430 300 5.7 6.1

300 450 300 6.0 6.3

315 465 300 6.1 6.5

355 525 310 6.8 7.4

400 570 310 7.4 8.1

450 620 310 8.0 9.0

500 680 315 8.7 10.4

560 740 315 9.4 11.9

600 780 315 9.8 13.0

630 810 315 10.1 13.9

710 890 315 13.5 17.8

Ød1

[mm]
Ød3 / Ød4

[mm]
L

[mm]
H

[mm]

Weight
[kg]

TSCL/TSC XSCL/XSL

315 80 175 205 1.3 1.3

100 195 205 1.5 1.6

125 220 205 1.6 1.7

140 245 210 1.7 1.8

150 255 210 1.7 1.9

160 265 210 1.8 1.9

180 285 210 1.9 2.0

200 335 225 2.1 2.4

224 359 225 2.3 2.5

250 385 225 2.5 2.8

280 435 235 2.7 3.1

300 455 235 2.8 3.2

315 470 235 2.9 3.3

355 530 245 3.8 4.7

400 575 245 4.2 5.6

450 625 245 5.6 8.0

500 685 250 6.2 9.4

355 100 195 225 2.0 2.1

125 220 225 2.2 2.3

140 245 230 2.3 2.4

150 255 230 2.4 2.5

160 265 230 2.5 2.6

180 285 230 2.6 2.7

200 335 245 2.8 3.0

224 359 245 3.0 3.2

250 385 245 3.3 3.6

280 415 245 3.5 3.9

300 455 255 3.7 4.1

315 470 255 3.8 4.3

355 530 265 4.4 5.0

400 575 265 4.8 5.8

450 625 265 6.3 8.2

500 685 270 6.8 9.6

560 745 270 7.5 11.2

Dimensions

Segmented T-pieces and X-pieces 

TSCL/TSL/XSCL/XSL/TSC/TS/XSC/XS
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ALNOR® ventilation systems
is a registered trademark protected by a technical patent. All modification rights reserved.

Ød1

(mm)
Ød3 / Ød4

(mm)
L

(mm)
H

(mm)

Weight
(kg)

TSCL/TSC XSCL/XSL

600 200 330 365 6.2 6.5

224 354 365 6.5 6.7

250 380 365 6.9 7.2

280 430 375 7.5 7.8

300 470 385 7.8 8.0

315 485 385 7.9 8.2

355 525 385 8.8 9.3

400 570 385 9.4 10.0

450 620 385 10.2 11.0

500 680 390 10.9 11.9

560 740 390 11.7 12.8

600 780 390 12.3 13.5

630 810 390 12.6 14.3

710 890 390 16.5 20.5

800 980 390 18.0 24.3

900 1080 390 20.0 28.9

630 200 330 380 6.5 6.8

224 354 380 6.8 7.0

250 380 380 7.2 7.5

280 430 390 7.8 8.2

300 450 390 8.1 8.5

315 465 390 8.3 8.6

355 525 400 9.2 9.6

400 570 400 9.8 10.5

450 620 400 10.6 11.5

500 680 405 11.4 12.5

560 740 405 12.3 13.3

600 780 405 12.7 14.0

630 810 405 13.2 14.4

710 890 405 17.2 20.5

800 980 405 18.8 24.3

900 1080 405 20.7 28.9

1000 1180 405 23.0 34.6

Ød1

(mm)
Ød3 / Ød4

(mm)
L

(mm)
H

(mm)

Weight
(kg)

TSCL/TSC XSCL/XSL

500 125 215 295 4.1 4.2

140 240 300 4.4 4.5

150 250 300 4.5 4.6

160 260 300 4.55 4.7

180 280 300 4.7 4.9

200 330 315 5.3 5.5

224 354 315 5.5 5.7

250 380 315 5.8 6.1

280 430 325 6.4 6.7

300 450 325 6.6 6.9

315 465 325 6.7 7.1

355 525 335 7.5 8.0

400 570 335 8.0 8.7

450 620 335 8.7 9.7

500 680 340 9.4 10.6

560 740 340 10.1 12.0

600 780 340 10.6 13.2

630 810 340 11.0 14.0

710 890 340 14.5 20.4

800 980 340 15.9 24.2

560 200 330 345 5.8 6.0

224 354 345 6.1 6.3

250 380 345 6.5 6.7

280 430 355 7.0 7.4

300 450 355 7.3 7.6

315 465 355 7.4 7.8

355 525 365 8.2 8.7

400 570 365 8.8 9.5

450 620 365 9.6 10.5

500 680 370 10.3 11.4

560 740 370 11.1 12.3

600 780 370 11.6 13.3

630 810 370 12.0 14.2

710 890 370 15.7 20.5

800 980 370 17.2 24.3

900 1080 370 19.1 29.0

Dimensions

Segmented T-pieces and X-pieces 

TSCL/TSL/XSCL/XSL/TSC/TS/XSC/XS
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Ød1

(mm)
Ød3 / Ød4

(mm)
L

(mm)
H

(mm)

Weight
(kg)

TSCL/TSC XSCL/XSL

900 315 465 525 15.1 15.3

355 525 535 16.4 16.8

400 570 535 17.4 17.9

450 620 535 18.6 19.3

500 680 540 19.8 20.3

560 740 540 21.1 21.8

600 780 540 21.8 22.7

630 810 540 22.5 23.3

710 890 540 24.8 26.3

800 980 540 26.7 28.4

900 1080 540 29.2 31.0

1000 1180 540 31.8 36.4

1120 1300 540 37.8 47.1

1250 1430 540 41.4 55.9

1000 315 465 575 17.4 17.6

355 525 585 18.9 19.2

400 570 585 20.0 20.4

450 620 585 21.2 21.8

500 680 590 22.6 23.3

560 740 590 24.0 24.6

600 780 590 24.8 25.4

630 810 590 25.5 26.0

710 890 590 28.0 29.3

800 980 590 30.0 31.4

900 1080 590 32.5 34.1

1000 1180 590 35.3 37.3

1120 1300 590 41.8 47.7

1250 1430 590 45.6 56.4

1250 500 680 715 31.0 31.7

560 740 715 32.8 33.2

600 780 715 34.0 34.3

630 810 715 34.9 35.2

710 890 715 38.0 38.8

800 980 715 40.7 41.5

900 1080 715 43.7 44.5

1000 1180 715 47.3 48.6

1120 1300 715 51.4 53.0

1250 1430 715 55.6 57.3

1400 1640 745 60.5 67.7

1500 1740 745 63.9 75.4

1600 1840 745 67.4 83.8

Ød1

(mm)
Ød3 / Ød4

(mm)
L

(mm)
H

(mm)

Weight
(kg)

TSCL/TSC XSCL/XSL

710 250 380 420 10.6 10.9

280 410 420 11.1 11.8

300 450 430 11.8 12.1

315 465 430 12.0 12.3

355 525 440 13.1 13.6

400 570 440 14.0 14.6

450 620 440 15.0 15.8

500 680 445 16.0 16.9

560 740 445 17.0 18.0

600 780 445 17.7 18.7

630 810 445 18.2 19.3

710 890 445 20.3 22.2

800 980 445 22.0 25.7

900 1080 445 24.1 30.3

1000 1180 445 26.4 36.0

1120 1300 445 31.7 47.0

800 250 380 465 11.9 12.2

280 430 475 12.8 13.1

300 450 475 13.2 13.5

315 465 475 13.5 13.7

355 525 485 14.7 15.1

400 570 485 15.6 16.1

450 620 485 16.7 17.4

500 680 490 17.8 18.6

560 740 490 18.9 19.8

600 780 490 19.7 20.6

630 810 490 20.2 21.2

710 890 490 22.4 24.2

800 980 490 24.2 26.1

900 1080 490 26.5 30.4

1000 1180 490 28.9 36.0

1120 1300 490 34.6 47.2

1250 1430 490 37.9 56.2

Dimensions

Segmented T-pieces and X-pieces 

TSCL/TSL/XSCL/XSL/TSC/TS/XSC/XS
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Ød1

[mm]
Ød3 / Ød4

[mm]
L

[mm]
H

[mm]

Weight
[kg]

TSCL/TSC XSCL/XSL

1400 600 780 790 37.9 38.1

630 810 790 38.9 39.0

710 890 790 42.2 42.9

800 980 790 45.3 45.8

900 1080 790 48.6 49.0

1000 1180 790 52.7 53.3

1120 1300 790 57.2 58.0

1250 1430 790 61.7 62.5

1400 1640 820 67.0 67.8

1500 1740 820 70.5 75.2

1600 1840 820 74.0 83.3

1500 630 810 840 41.6 41.6

710 890 840 45.1 45.7

800 980 840 48.3 48.7

900 1080 840 51.9 52.1

1000 1180 840 56.2 56.5

1120 1300 840 60.9 61.5

1250 1430 840 65.6 66.1

1400 1640 870 71.1 71.5

1500 1740 870 74.8 75.3

1600 1840 870 78.7 83.0

1600 710 890 890 48.0 48.5

800 980 890 51.4 51.7

900 1080 890 55.2 55.3

1000 1180 890 59.8 59.8

1120 1300 890 64.5 65.0

1250 1430 890 69.6 69.7

1400 1640 920 75.4 75.3

1500 1740 920 79.3 79.2

1600 1840 920 83.3 83.1

Dimensions

Segmented T-pieces and X-pieces 

TSCL/TSL/XSCL/XSL/TSC/TS/XSC/XS
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